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ORDER FORM
for manufacturing of heat exchanger
1. Customer (organization name)_________________________________________
2. Initial data for selection and manufacturing of heat exchanger
	Initial data
	Parameter values

	AIR
	Flow rate  LA, m3/h
	

	
	Temperature, tin °C   
	

	
	Temperature, tout °C   
	

	
	Barometric pressure Pb, mm Hg
	

	
	* Enthalpy, kJ (desired)
	

	
	* Relative humidity, %
	

	HEAT CARRIER
	Heat carrier type (water, steam, freon, glycol mixtures (%) or other)
	

	
	Flow rate GL (maximum), kg/h
	

	
	Temperature, tin °C   
	

	
	Temperature, tout °C   
	

	
	** Inlet pressure, Pbar 
	

	Power Q, kW
	

	Operation with regard to air flow direction:

	right-hand

	
	left-hand

	Overall and connection dimensions, mm

	b***
	
	a
	
	A
	
	Н****
	

	В
	
	а1****
	
	Р****
	
	L****
	


*) for air coolers;
**) for steam heat exchangers;
***) divisible by 25 mm (for tube ⌀9.52) and 50 mm (for tube ⌀12.0);
****) dimensions are not mandatory if there are no connection strict requirements.
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3. Contact person:_______________________________________________________
4. Telephone, fax:______________________________________________
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